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2/2 WAY PISTON ACTUATED VALVE, FLANGED - STAINLESS STEEL

TECHNICAL SPECIFICATIONS

Media: water, oil, air, aggressive media, steam

Media temperature: -10°C ÷ +180°C

Ambient temperature: -10°C ÷ +60°C

Pilot media : instrument air, inert gases

Body material: cast AISI 316L (CF3M), see Piston Actuated Valves Catalogue

Flange material: AISI 316L

Connection to BS 4504 (EN1092, shape B) or ANSI B16.5 class 150

Bonnet material: cast AISI 316L (CF3M), see Piston Actuated Valves Catalogue

A

Seal material: PTFE

Position indicator as standard

BENEFITS

Waterhammer-free design for BPD - BPA 1)

Actuator housing rotation 360°

Design suitable for vacuum applications up to 10  mbar

OPTIONS

Stroke regulator assembled ex-factory, see TIS *1801* (e.g. code R0)

T I0)

High temperature version H)

ACCESSORIES

P

TYPE: PD / PA TYPE: RPD / RPA TYPE: BPD / BPA

NC

1  2

NO

2  1  2 / 2  1

DIMENSIONS
& WEIGHTS

DN15 DN20 DN25 DN32 DN40 DN50 DN25 DN32 DN40 DN50

[mm] Ø 63 Ø 90

A (ANSI) [mm]

U (BS/UNI/EN) [mm] 130 160 180 160 180

B [mm]

C [mm]

D [mm]

[kg] 3.0 3.8 6.0 6.9 9.1

The products fall within the following Pressure Equipment Directive categories:

VALVE TYPE

PD - RPD - BPD

PA - RPA - BPA

SEP SEP

Category I SEP

Category I SEP

A = face to face to ANSI B 16.10

U = face to face to EN 558-1

NOTES
 Steam max. working pressure 10 bar (9 barg)

 Please contact M&M sales Department for other pilot media

 Minimum pilot pressure at the max. working pressure: for lower working pressures please refer to the COMPARATIVE CHARTS (for different part numbers:

e.g. PD please refer to the equivalent part number PG for threaded connection)

WARNING !
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VALVE DN
            max.             max. Ø

code — [mm] [barg] [barg] — [barg] [barg] [mm] —

PD205STW00

BS 4504 

EN1092 

shape B

0 1 10

63

NC

PD206STX00 0 1 10

PD207STY00 0 1 10

PD208STZ00 0 16 1 10

PD209STK00 0 16 1 9 10

PD210STJ00 0 11 1 8 10

PD207LTY00 0 1 8

90
PD208LTZ00 0 16 1 8

PD209LTK00 0 16 1 8

PD210LTJ00 0 1 8

RPD205STW00

BS 4504 

EN1092 

shape B

0 16  1 10

63

NO

RPD206STX00 0 16  1 10

RPD207STY00 0 16  1 10

RPD208STZ00 0 16  1 10

RPD209STK00 0 16  1 9 10

RPD210STJ00 0  1 10

RPD207LTY00 0 16  1 8

90
RPD208LTZ00 0 16  1 8

RPD209LTK00 0 16  1 8

RPD210LTJ00 0 16  1 8

BPD205STW00

BS 4504 

EN1092 

shape B

0 16 1  1 10

63

NC

BPD206STX00 0 16 1  1 10

BPD207STY00 0 1  1 10

BPD208STZ00 0 1  1 10

BPD209STK00 0 1  1 10

BPD210STJ00 0 1  1 10

BPD207LTY00 0 1  1 8

90
BPD208LTZ00 0 1  1 8

BPD209LTK00 0 1  1 8

BPD210LTJ00 0 1  1 8

PA205STW00

ANSI B16.5 

0 1 10

63

NC

PA206STX00 0 1 10

PA207STY00 0 1 10

PA208STZ00 0 16 1 10

PA209STK00 0 16 1 9 10

PA210STJ00 0 11 1 8 10

PA207LTY00 0 1 8

90
PA208LTZ00 0 16 1 8

PA209LTK00 0 16 1 8

PA210LTJ00 0 1 8

RPA205STW00

ANSI B16.5 

0 16  1 10

63

NO

RPA206STX00 0 16  1 10

RPA207STY00 0 16  1 10

RPA208STZ00 0 16  1 10

RPA209STK00 0 16  1 9 10

RPA210STJ00 0  1 10

RPA207LTY00 0 16  1 8

90
RPA208LTZ00 0 16  1 8

RPA209LTK00 0 16  1 8

RPA210LTJ00 0 16  1 8

BPA205STW00

ANSI B16.5 

0 16 1  1 10

63

NC

BPA206STX00 0 16 1  1 10

BPA207STY00 0 1  1 10

BPA208STZ00 0 1  1 10

BPA209STK00 0 1  1 10

BPA210STJ00 0 1  1 10

BPA207LTY00 0 1  1 8

90
BPA208LTZ00 0 1  1 8

BPA209LTK00 0 1  1 8

BPA210LTJ00 0 1  1 8

2/2 WAY PISTON ACTUATED VALVE, FLANGED - STAINLESS STEEL


